
TG-92A Original Board

Battery capacity：

1500mAh

Real output power：

4-5W

66-88Mhz
99 Channels
VOX
Cable/wireless clone



STANDARD ACCESSORIES OPTIONAL ACCESSORIES

GENERAL

General Function

Special Function

TRANSMITTER RECEIVER
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Antenna battery Charger Adaptor Belt clip Headset Programming cable Speaker/Mic

66-88Mhz

Cable/wireless clone

99 Channels VOX

VHF: 136-174MHz/66-88MHz
UHF: 350-390MHz/400-430MHz/
         430-450MHz/450-470MHz 
         PMR446

Frequency Range

BatteryChannel Spacing

Operating Voltage

Antenna Impedance

-25℃~+65℃Operating Temperature

±2.5ppmFrequency Stability

7.2V

Channel 99

Standard:1500mAh(Li-ion)

108mmX60mmX33mm

25 /12.5KHz

50Ω

Dimensions(H*W*D)
(without antenna)

276g(Ni-MH Battery)/
231.5g(Li-ion Battery) 

Weight(with antenna 
and battery) 

Modulation Distortion

4-5WOutput Power

Modulation

Maximum Deviation

≤7.5μWStray Power

≤5.0KHz(W)

≤5%

16KΦF3E/11KΦF3E

Sensitivity

Adjacent Channel Selectivity

Intermodulation

Spurious Response Rejection

S/N

Rated Audio Power OutputRated Audio Distortion

43/38dB

≤0.25/0.28μV

70dB

≤0.5W≤5%

70/50dB

60dB

Troop call/Group call/Single call

Small LCD display

Voice prompt（Chinese or English）

CTCSS/DCS

Built-in VOX

Cable/Wireless clone

Scan and monitor function

Busy channel lock

Emergency alarm function

Key lock function

Low power alarm

Time-out-timer(TOT)

PC programmable


